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R D TEAM&

LGMG sees that R&D and innovation are key for sustainable growth, and has therefore established the Provincial Level Innovation, 

for new product development and component reliability tests. In addition, LGMG has collaborated with a top Chinese university to 

establish the LGMG Research Institute, aiming to crack industry challenges and develop cutting edge technology, as well as have a 

profound effect on the cultivation on future talent for our industry.

LGMG strictly abides by its Lean Production System (LPS 6 PRINCIPLES) for each procedure, from parts welding and painting, to 

machine assembling and final product inspection, to ensure the highest production efficiency and the best quality.

MANUFACTURING

GROUP PROFILE03 TEAM / MANUFACTURING 04

Founded in 1972, Lingong Machinery Group is one of the key players in construction machinery, one of the top 100 enterprises in the machinery 

industry and one of the top five groups in the construction machinery industry in China.

The Group consists of three core companies, including: Shandong Lingong Construction Machinery Co., Ltd. (SDLG), Lingong Heavy Machinery Co., 

Ltd. (LGMG) and Lingong Special Machinery Co., Ltd. The Group's business covers five sectors: construction machinery, mining machinery, MEWPs, 

special machinery and component manufacturing.

LGMG is privately-owned subsidiary of Lingong Group, located in Jinan, Shandon Province, China. Business segments include MEWPs, mining 

equipment. Today, LGMG has become an important player in the Chinese construction machinery industry, holding a place as one of the top 100 

global construction machinery manufacturers, the top 30 Chinese construction machinery manufacturers and the top 5 Chinese MEWPs manufactur-

ers. 

LGMG offers a wide range of access equipment, electric and rough terrain scissor lifts, articulating and telescopic boom lifts. In 2022, telehandlers 

have been added to LGMG’ s product line. 

In 2018, LGMG Europe was established in the Netherlands to serve as a distribution and service hub for the EMEA market.

In 2019, LGMG North America opened a headquarters in Pennsylvania together with other three warehouses across the country.

In 2020, LGMG Japan was established, integrating marketing and technology research and development functions into one. 

In 2023, LGMG Korea and LGMG Austraila were established.

In December 2023, LGMG Mexico plant was successfully put into operation. Situated in the Roots Industrial Park in Monterrey, Nuevo León state. Its 

opening marks a solid step forward for LGMG in overseas manufacturing.

LGMG is on the road of internationalisation, moving forward steadily, building LGMG into an international brand.

GROUP PROFILE



The establishment of LGMG overseas Subsidiaries, has ensured quick and 

effective response time which fully meets our customers’ requirements on 

machine inventory, parts and support with local professional teams. LGMG 

products have passed the major international standards such as CE, ANSI, 

Australia AS, CSA, KC, JIS, EAC. Products have been sold to over 200 

partners in more than 60 countries around the world, including the U.S, 

Canada, U.K, Germany, Netherlands, Italy, Spain, Korea and Japan. 

GLOBAL SALES NETWORK

LOCAL TEAM SUPPORT

LOCAL MACHINE DELIVERY

LOCAL SPARE PARTS

LOCAL FAST AND HIGH QUALITY SERVICE

LOCAL TRAINING

PARTNERS200 + COUNTRIES60 + 

LGMG Europe B.V.

LGMG North America, Inc.

LGMG Japan Co., Ltd.

LGMG Machinery Korea Co,.Ltd

LGMG Machinery Australia Pty Ltd

GLOBAL SALES NETWORK05 06
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PART 1

Work Height Max.

Platform Height-RaisedA

B

C

D

E

F

G

H

I

Platform Length

Platform Width

Overall Length

Overall Width

Overall Height-Rails Up

Extension Deck

Wheelbase

Overall Height-Rails Down

Ground Clearance (Stowed/Raised)

Max. Platform Occupancy (In/Out)

Platform Capacity

Drive Height

Platform Capacity-Extension

Gradeability-Stowed

Turning Radius-Outside 

Raise/Lower Speed

Brakes

Drive Mode

Tire Type

Tire Size

Power Source

Machine Weight (CE/ANSI)

Hydraulic Oil Capacity

MODELS

PRODUCTIVITY

POWER

HYDRAULIC SYSTEM

WEIGHT

Measurements

SS0407ER (SS1230ER) SS0507E (SS1432E)

6.3m

4.3m

1.35m

0.7m

1.53m

0.81m

2.15m

1.76m

0.6m

1.12m

2 / 1

985kg

4.5L

230x80mm

1.5m

120kg

230kg

50/16mm

2 / 1

2,172 lbs

1gal

265 lbs

510 lbs

20�8��

14�1��

4�5��

2�4��

5�

2�8��

7�1��

5�9��

2�

3�8��

5.6m

3.6m

1.27m

0.7m 

0.76m 

2m 

1.57m 

0.6m 

1.05m

50/20mm

880kg

4L

2 / 1

240kg

1.55m

230x80mm

100kg

Metric Imperial Metric Imperial

18�5��

11�10��

4�2��

2�4��

2�6��

6�7��

5�2��

2�

3�5��

2��/0.8�� 2��/0.6��

1,940 lbs

1gal

2 / 1

530 lbs

5�1�� 4�11��

9��x3�� 9��x3��

221 lbs

24V DC (2x12V),100Ah,AGM

25s / 18s

4x2

Rear-wheel Brake

Solid Non-marking

30%

Full Height

4x2

24V DC (2x12V),150Ah,FLA

Solid Non-marking

Front-wheel Brake

25s / 20s

25%

Full Height

1.47m 4�10��

Ground Pressure, Tyres 87.3 psi602 kPa 93.1 psi642 kPa

SCISSOR LIFT RANGE (SS SERIES)

A

B

D

I

H

F

G

E

C

SPECIFICATIONS

LGMG�s micro scissors are ideal solutions 

for the low-level access and space 

restricted application job sites. Shorten 

overall machine length, lighter weight 

and compact design make the machine 

suitable for most elevators.

Battery powered, zero emission, and quiet 

drive make the machine environmentally 

friendly.

Efficient electric drive system provides 
longer-lasting performance and better 

gradeability.

Exceptional waterproofed drive system 

design provides excellent performance in 

wet conditions.

SCISSOR LIFT RANGE (SS SERIES)07 SCISSOR LIFT RANGE (SS SERIES) 08



PART 2 SCISSOR LIFT RANGE

SCISSOR LIFT RANGE09 SCISSOR LIFT RANGE 10

The lower control panel utilises a large display, which 

makes troubleshooting easier and more convenient. 

Multi-level menu design, multi-language support, and 

Bluetooth modules are available as optional.

The key components of the second-generation models such as 

joysticks, drive motors, motor controllers, and chargers are highly 

interchangeable with existing models on the market, making it 

easy to replace them quickly and efficiently, to save costs for daily 
operation and maintenance.

New LGMG scissor lifts are all indoor-outdoor models, allowing two 

people to work on the platform indoors and one person outdoors, 

which is more aligned with customer requirements and improves 

efficiency on work sites.

Entire range designed for indoor and outdoor use

Large lower control panel

Universal key components

Optimised design of internal components for a more 

rational arrangement and easier maintenance.

The entire S model range can be equipped with lithium battery, 100% 

maintenance-free, fast-charging, long-life, and full-power.

Easier maintenance

Lithium battery configuration available



ELECTRIC MOTOR DRIVE SCISSOR LIFT ELECTRIC MOTOR DRIVE SCISSOR LIFT

MODELS

Measurements Metric MetricImperial

S0607E�� (S1932E��) S0808E�� (S2632E��)S0608E��

Metric Imperial

Work Height Max.

Ground Clearance (Stowed/Raised) 

Platform Height-RaisedA

Platform LengthB

Platform WidthC

Overall LengthD

Overall WidthE

Overall Height-Guardrails UpF

Overall Height-Guardrails DownG

Extension DeckH

WheelbaseI

25% 25%

16s / 28s 16s / 28s

4x2

25%

4x2 4x2

31s / 40s31s / 40s

24V 160Ah24V 160Ah

2 (in) / 1 (out) 2 (in) / 1 (out)2 (in) / 1 (out)

Full Height

Front-wheel Brake

Solid Non-marking

230kg

120kg

1.8m

5L

1,610kg

323x100mm

510 lbs

265 lbs

5'11''

1.3gal

3,549 lbs

12''x4''

25�7��

5�5��

2�5��

6�

2�7��

7�1��

5�11��

4�5��

3''/ 1''

2�11��

19�

380kg

120kg

2.2m

13L

2,040kg

380x130mm

25% 25%

4x2 4x2

30s / 34s

7.9m

5.9m

2.26m

0.79m

2.44m

0.83m

2.15m

1.79m

0.9m

1.85m

100/20mm

Imperial

838 lbs

265 lbs

7�3��

3.4gal

4,497 lbs

15''x5''

25%

4x2

30s / 34s

25�11��

19�4��

7�5��

2�7��

8�

2�9��

7�1��

5�10��

2�11��

6�1��

4��/1��

230kg

120kg

2.2m

13L

2,200kg

380x130mm

100/20mm

9.8/8m 32�2��/26�3��

7.8/6m

2.26m

0.79m

2.44m

0.83m

2.28m

1.9m

0.9m

1.85m

510 lbs

265 lbs

7�3��

3.4gal

4,850 lbs

15''x5''

2�11��

25�7��/19�8��

7�5��

2�7��

8�

2�9��

7�6��

6�3��

6'1''

4''/1''

PRODUCTIVITY

Max. Platform Occupancy

Platform Capacity

Platform Capacity-Extension Deck

Drive Height

Gradeability-Stowed

Min. Turning Radius

Raise/Lower Speed

Brakes

Drive Mode

Tire Type

Tire Size

POWER

HYDRAULIC SYSTEM

WEIGHT

Power Source (Lithium Battery)

24V (4x6V),225Ah,FLA24V (4x6V),225Ah,FLA

24V 160Ah

24V (4x6V),225Ah,FLAPower Source

Hydraulic Oil Capacity

Machine Weight (CE/ANSI)

7.8m

5.8m

0.73m

0.79m

2.16m

1.81m

1.35m

78/26mm

0.9m

1.83m

1.64m

( in / out )

( in / out )

( in / out )

( in / out )

Ground Pressure, Tyres 141.8 psi978 kPa 145.3 psi1,002 kPa/

MODELS

Measurements Metric MetricImperial Metric Imperial Imperial

S0812E�� (S2646E��) S1012E�� (S3246E��) S1212E�� (S4046E��) S1413E�� (S4650E��)

Metric Imperial

Work Height Max.

Ground Clearance (Stowed/Raised) 

Platform Height-RaisedA

Platform LengthB

Platform WidthC

Overall LengthD

Overall WidthE

Overall Height-Guardrails UpF

Overall Height-Guardrails DownG

Extension DeckH

WheelbaseI

PRODUCTIVITY

Max. Platform Occupancy

Platform Capacity

Platform Capacity-Extension Deck

Drive Height

Gradeability-Stowed

Min. Turning Radius

Raise/Lower Speed

Brakes

Drive Mode

Tire Type

Tire Size

POWER

Power Source

10m 12m 14/9.5m

13.8/8m12/7.5m10m

2.26m 2.26m 2.64m

1.12m 1.12m 1.12m

2.49m 2.49m 2.8m

2.49m 2.63m 2.74m

0.9m 0.9m 0.9m

1.18m 1.18m 1.3m

1.68m 1.8m 1.94m

1.85m 1.85m 2.22m

32�10�� 39�4��

39�4��/24�7�� 45�3��/26�3��
26�3�� 32�10��

7�5�� 7�5�� 7�5�� 8�8��

3�8�� 3�8�� 3�8�� 3�8��

8�2�� 8�2�� 8�2�� 9�2��

2�11��

7�9�� 8�2�� 8�8�� 9�

2�11�� 2�11�� 2�11��

6�1�� 6�1�� 6�1��

5�1�� 5�6�� 5�11��

3�10�� 3�10�� 3�10�� 4�3��

6�4��

7�3��

8m

2.26m

1.12m

1.18m

0.9m

1.55m

1.85m

2.49m

2.36m

100/20mm 100/20mm 100/20mm 105/20mm

( in / out )

( in / out ) ( in / out ) ( in / out ) ( in / out )

15.8/10m
( in / out )

51�10��/32�9��
( in / out )

45�11��/31�2��
( in / out )

4��/1�� 4''/1'' 4''/1'' 4''/1''

450kg 990 lbs

265 lbs

705 lbs

265 lbs

705 lbs

265 lbs

705 lbs

265 lbs120kg

320kg

120kg

320kg

120kg

320kg

120kg

2.45m 2.45m8� 8� 2.45m 2.85m8�

HYDRAULIC SYSTEM

WEIGHT

Hydraulic Oil Capacity

Machine Weight (CE/ANSI)

16L 23L4.2gal 6.1gal 23L 25.5L6.1gal 6.7gal

2,318kg 2,995kg5,110 lbs 6,603 lbs 2,970kg 3,500kg6,548 lbs 7,716 lbs

380x130mm 380x130mm 380x130mm 380x130mm15''x5'' 15''x5'' 15''x5'' 15''x5''

35s / 40s

4x2 4x2 4x2 4x2

58s / 48s 65s / 60s 80s / 65s

24V (4x6V),240Ah,FLA 24V (4x6V),240Ah,FLA 24V (4x12V),300Ah,FLA 24V (4x12V),300Ah,FLA

Power Source (Lithium Battery) 24V 230Ah 24V 230Ah 24V 230Ah 24V 230Ah

2 (in) / 1 (out) 2 (in) / 1 (out) 2 (in) / 1 (out) 2 (in) / 1 (out)

Full Height

25% 25% 25% 25%

Front-wheel Brake

Solid Non-marking

9�4��

Ground Pressure, Tyres 167.4 psi1,154 kPa 196.5 psi1,355 kPa 185.2 psi1,277 kPa 199.9 psi1,378 kPa

SCISSOR LIFT RANGE11 SCISSOR LIFT RANGE 12



SCISSOR LIFT RANGE33

S1413E��S0808E�� S0812E�� S1012E�� S1212E��S0607E�� S0608E��

STANDARD FEATURES

OPTIONAL

I

D

F

G

B

C

E

H

A

14SCISSOR LIFT RANGE13

AC power to platform

Telematics

Voice alarm system

Indoor and outdoor rated

Proportional control

Foldable guardrail

Emergency stop device

Manual brake release

Emergency descent

Swing-out component tray

Pothole guard

Self-lock entry gate

Tilt alarm with lift cut-out

Overload sensing system

Descent alarm with flashing beacon

All motions alarm

Full-height drive

Intelligent diagnostic system

Solid non-marking tires 

Anti-collision protection

Maintenance-free battery

Biodegradable hydraulic oil

SCISSOR LIFT RANGE



CRAWLER SCIlSSOR LIFT15 CRAWLER SCIlSSOR LIFT 16

C

E

B

F

D
H

A

G

LGMG� s crawler scissor lift is easy to 

drive on slopes or uneven ground, and 

has excellent obstacle-surpassing perfor-

mance, which is suited to environments 

with low ground pressure. Compact in 

size, with 360 degrees turning on the 

spot, suitable for use in narrow spaces. 

Humanised design, simple operation and 

convenient maintenance. 

SPECIFICATIONS

Work Height Max. 6.5m 8.8m21�4�� 28�10��

22�4��

6�3��

2�5��

6�9��

3�3��

7�2��

2�11��

5�1��

14�9��

4�3��

2�4��

4�10��

2�7��

6�6��

3�1��

5�� 5��

2�

4.5m 6.8m

1.29m 1.9m 

0.7m 0.73m

1.47m 2.05m

0.78m 0.99m

1.99m 2.19m

0.6m 0.9m

118mm 115mm

1 (in) / 0 (out) 2 (in) / 1 (out)

200kg 441 lbs 551 lbs

254 lbs 265 lbs115kg

250kg

120kg

Turning on the spot Turning on the spot

20s / 20s 20s / 20s 36s / 36s 36s / 36s

25% 25% 25% 25%

0.95m 1.55m

Ground Clearance

Platform Capacity

Min. Turning Radius

Raise/Lower Speed

Power Source 

Platform Capacity -

Extension Deck

Gradeability-Stowed

Measurements

MODELS SC0407E (SC1532E) SC0610E (SC2240E)

PRODUCTIVITY

POWER

Machine Weight 

(CE/ANSI)

WEIGHT

Hydraulic Oil Capacity

HYDRAULIC SYSTEM

24V((2x12V), 130Ah, AGM 24V((4x12V), 230Ah, AGM

800kg 1,600kg1,764 lbs 3,528 lbs

4L 5.5L1gal 1.4gal

Platform Height -

Raised
A

Platform LengthB

Platform WidthC

Overall LengthD

Overall WidthE

Overall Height -

Guardrails Up
F

Extension DeckG

WheelbaseH

Metric Imperial Metric Imperial

Max. Platform 

Occupancy

STANDARD FEATURES

OPTIONS

AC power to platform

Telematics

Voice alarm system

Biodegradable hydraulic oil

Proportional control

Emergency stop device

Emergency descent

Self-lock entry gate

Tilt alarm with lift cut-out

Overload sensing system

Descent alarm with flashing beacon

All motions alarm

Intelligent diagnostic system

Foldable ladder

Non-marking crawlers

Maintenance-free battery

PART 3 CRAWLER SCISSOR LIFT



SPECIFICATIONS

Measurements Metric Imperial

MODELS M0407TE (M1230TE)

PRODUCTIVITY

POWER

Working Height Max.

Platform Height

Platform Size

Overall LengthA

Overall WidthB

Overall Height (Stowed)C

Wheelbase D

Ground Clearance (Stowed)E

Platform Capacity

Drive Mode

Drive speed (Stowed)

Drive speed (Raised)

Gradeability

Tire size

Max. Platform Occupancy

Ground Pressure, Tyres

Power Source

Machine Weight (CE/ANSI)

HYDRAULIC SYSTEM

WEIGHT

5.7m

3.7m

1.33x0.75m

1.39m

0.76m

1.69m

1.04m

68mm

18�8��

12�2��

52��x30�� 

4�7��

2�6��

5�6��

3�5��

3��

230kg

323x100mm 13��x4��

814 kPa 118.1 psi

4km/h

0.5km/h

25% 25%

0.31mph

507 lbs

2.5mph

Front-wheel Brake

1 (in) / 0 (out)

24V (2x12V),145Ah,AGM

790kg 1,742 lbs

5.5L 1.5galHydraulic Oil Capacity

A

D
E

VERTICAL MAST LIFT 18

B

C

VERTICAL MAST LIFT17

STANDARD FEATURES

OPTIONS

AC power to platform

Telematics

Biodegradable hydraulic oil

Proportional control

Horn/Hour meter

Double swing gate

Emergency stop device

Manual brake release

Emergency descent

Charging protection system

Descent alarm with flashing beacon

Pothole guard

Full-height drive

Front wheel brake

Front wheel steering, front wheel drive

Tilt alarm

Platform tool box 

Telematics connector

Narrow chassis, low stowed height, can be 
transported easily through doorways and 
in passenger elevators.

Small inside turning radius allows for 
flexible use in narrow spaces, improving 
work efficiency.

Three-stage integrated rotatable telescop-
ic oil cylinder, reliable and durable.

Intelligent self-diagnostic system for quick
troubleshooting.

M0407TE

PART 4 VERTICAL MAST LIFT



VERTICAL MAST LIFT19 VERTICAL MAST LIFT 20

SPECIFICATIONS

STANDARD FEATURES

OPTIONS

AC power to platform

Telematics

Anti-collision protection

Biodegradable hydraulic oil

Compact size and light-weight, zero
tail-swing, easy to operate and transport.

Eco-friendly, zero-emission, highly efficient 
electric drive, more productive with longer 
working hours.

Excellent �up-and-over� capability, 3.2m 
(10� 6�) horizontal outreach and larger
working envelope.

Easy to maintain, reducing cost.

M0810JE

Metric Imperial

M0810JE (M2640JE)

Measurements

PRODUCTIVITY

POWER

HYDRAULIC SYSTEM

WEIGHT

Working Height Max.

Platform Height (Raised)

Horizontal Outreach

Up and Over Clearance Max.

Platform Size (L×W)

Max. Platform Occupancy

Platform Capacity

Drive Mode

Brakes

Turntable Rotation 

Gradeability 

Tire Size

Power Source

Hydraulic Oil Capacity

Machine Weight (CE/ANSI)

Max. Drive Speed (Stowed)

Max. Drive Speed (Raised)

A Overall Length

B Overall Width

C Overall Height (Stowed)

D Wheelbase

E Ground Clearance

MODELS

Tailswing

10m 32�10��

8m 26�3��

3.2m 10�6��

6.6m 21�8��

0.98x0.72m 39��x28��

2.6m 8�6��

1m 3�3��

1.99m 6�6��

1.2m 3�11��

0.1m 4��

200kg 440 lbs

345°

3.5km/h 2.2mph

0.43km/h 0.27mph

25% 25%

380x130mm 15��x5��

Ground Pressure, Tyres 1,353 kPa 196.2 psi

24V,250Ah,FLA

2,720kg 5,997 lbs

6.5L 1.7gal

345°

Rear-wheels Drive

Rear-wheel Brake

2 (in) / 1 (out)

0 0

Proportional control

Horn/Hour meter

Emergency stop device

Full-height drive

All motions alarm 

Charge protection system

Manual emergency pump

Brake release

Emergency descent

Tilt alarm

Descent alarm with flashing beacon

Telematics connector

Solid non-marking tires 

B

C

A

D

E



ELECTRIC RT SCISSOR LIFT21

The large platform with high capacity maximis-

es productivity.

Battery powered, zero emission and quiet drive 

mean this machine is environmentally friendly.

Equipped with oscillating axles that provide 

excellent performance in soft and rough terrain 

conditions.

Hydraulic outriggers deliver а better solution оn 
uneven ground.

lntelligent self-diagnostic system for quick trou-

bleshooting.

PART 5 ELECTRIC RT SCISSOR LIFT

ELECTRIC RT SCISSOR LIFT 22

SPECIFICATIONS

Measurements

MODELS

PRODUCTIVITY

POWER

WEIGHT

Work Height Max.

Max. Platform Occupancy(In/Out)

Tire Size

Power Source

HYDRAULIC SYSTEM

Hydraulic Oil Volume

Platform Capacity

Platform Capacity-Extension

Drive Height

Gradeability-Stowed

Min. Turning Radius

Raise/Lower Speed

Brakes

Extension Deck

Ground Clearance-Center

Overall Height-Rails down

Tire Type

Machine Weight (CE/ANSI)

Platform Height-RaisedA

Overall Height-Rails upG

WheelbaseH

SR0818E (SR2669E) SR1018E (SR3369E) SR1218E (SR4069E)

Metric Metric MetricImperial Imperial Imperial

35s / 30s 39s / 46s 61s / 55s

4x24x24x2

Rear-wheel BrakeRear-wheel BrakeRear-wheel Brake

48V DC (8x6V),315Ah,FLA 48V DC (8x6V),315Ah,FLA 48V DC (8x6V),315Ah,FLA

70L 18.5gal70L 18.5gal50L 13.21gal

Full Height Full Height Full Height

9.7m

7.7m

2.79m

1.6m

1.79m

2.58m

1.92m

1.52m

2.29m

0.23m

4 / 4 4 / 2 3 / 2

35% 35%35% 35%40% 40%

4.75m 15�7��4.75m 15�7��4.75m 15�7��

26��x11��26��x11��26��x11��

31�10��

25�3��

9�2��

5�3��

12�4��

5�10��

8�6��

6�4�� 6�2��

9�� 9�� 9��

5� 5� 5�

7�6�� 7�6�� 7�6��

680kg

140kg

1,499 lbs

310 lbs

Drive Mode

Foam-filled Non-markingFoam-filled Non-markingFoam-filled Non-marking

663x283mm663x283mm 663x283mm

5,100kg 11,245 lbs4,350kg4,190kg 9,237 lbs 9,570 lbs

11.7m

9.7m

2.79m

1.6m

3.76m

1.79m

2.55m

1.89m

0.23m

1.52m

2.29m

38�5��

31�10��

9�2��

5�3��

12�4��

5�10��

8�4��

13.9m

11.9m

2.79m

1.6m

3.76m

1.79m

2.7m

2.04m

1.52m

2.29m

0.23m

45�7��

39�

9�2��

5�3��

12�4��

5�10��

8�10��

6�8��

140kg

454kg

310 lbs

1,001 lbs

140kg

365kg

310 lbs

805 lbs

Platform Height-StowedB

Platform LengthC

Platform WidthD

Overall LengthE

Overall WidthF

1.41m 1.56m4�8�� 4�8�� 5�1��1.41m

3.76m 

Ground Pressure, Tyres 83.7 psi76.3 psi71.4 psi 526.37 kPa492.07 kPa 577.09 kPa



ELECTRIC RT SCISSOR LIFT23

SPECIFICATIONS

Measurements

MODELS

PRODUCTIVITY

POWER

WEIGHT

Work Height Max.

Max. Platform Occupancy(In/Out)

Tire Size

Power Source

HYDRAULIC SYSTEM

Hydraulic Oil Volume

Platform Capacity

Platform Capacity-Extension

Drive Height

Gradeability-Stowed

Min. Turning Radius

Raise/Lower Speed

Brakes

Extension Deck

Ground Clearance-Center

Overall Height-Rails down

Tire Type

Machine Weight (CE/ANSI)

Platform Height-RaisedA

Overall Height-Rails upG

WheelbaseH

SR2024E

Metric Imperial

100s / 70s

4x4

Four-wheel Brake

78V (13x6V),330Ah,AGM

100L 26.4gal

Full Height

4 / 4

40% 40%

4.5m 14�9��

37��x14��

1�

8�10��

10�6��

Drive Mode

Foam-filled Non-marking

936x355mm

14,600kg 32,187 lbs

21.7m

19.7m

4.62m

2.3m

4.98m

2.49m

3.72m

2.83m

2.7m

3.2m

0.3m

71�2��

64�8��

15�2��

7�7��

16�4��

8�2��

12�4��

9�3��

500kg

750kg

1,102 lbs

1,653 lbs

Platform Height-StowedB

Platform LengthC

Platform WidthD

Overall LengthE

Overall WidthF

2.62m 8�7��

Ground Pressure, Tyres /

Metric Imperial

SR1418E (SR4669E)

80s / 60s

Rear-wheel Brake

4x2

Solid Non-marking

48V DC (8x6V),390Ah,FLA

50L 13.2gal

365kg 805 lbs

140kg 310 lbs

Full Height

15.8m

13.8m

2.79m

1.6m

3.73m

1.84m

2.9m

2.24m

1.5m

2.29m

0.23m

2 / 2

35% 35%

4.75m 15�7��

663x283mm 26��x11��

6,260kg 13,800 lbs

1.75m

51�10��

45�3��

9�2��

5�3��

12�3��

6�

9�6��

7�4��

4�11��

9��

7�6��

5�9��

70s / 50s

Four-wheel Brake

Solid Non-marking

80V DC,228Ah

SR1623E(SR5390E)

4x4

4 / 4

18,298 lbs

21.1gal

1,499 lbs

510 lbs

27�11��

58�9��

52�2��

15�9��

6�

16�1��

7�7��

10�7��

8�4��

4�9��/3�9��

9�4��

10��

21�7��

33��x11��

7�

Imperial

40%

8,300kg

Metric

80L

680kg

230kg

8.5m

17.9m

15.9m

4.81m

1.83m

4.9m

2.3m

3.23m

2.53m

1.45/1.14m

2.85m

0.26m

40%

6.57m

835x290mm

651.95 kPa 94.6 psi 128.8 psi888.31 kPa

2.13m

STANDARD FEATURES

OPTIONAL

24ELECTRIC RT SCISSOR LIFT

Proportional control

Foldable guardrail

Emergency stop device

Manual brake release

Emergency descent

Oscillating axle

Self-lock entry gate

Tilt alarm with lift cut-out

Overload sensing system

Descent alarm with flashing beacon

All motions alarm

Intelligent diagnostic system

AC power to platform

Telematics

Foam-filled tires

Solid tires 

Biodegradable hydraulic oil

A

C

E

H

D 

F

G

B

MACHINE SIZE



SPECIFICATIONS

DIESEL RT SCISSOR LIFT25

PART 6 DIESEL RT SCISSOR LIFT

Larger work platform with high capacity 

offers great productivity.

Powerful diesel engine, oscillating axels 

and four-wheel drive provide better perfor-

mance on most rough terrain job sites.

The overload system and motion alarm 

help the operator to complete the job in a 

much safer way.

Pull-out engine tray for easy access and 

maintenance.

On-board self-diagnosis system makes it 

easier for quick troubleshooting.

DIESEL RT SCISSOR LIFT 26

Measurements

MODELS

PRODUCTIVITY

POWER

WEIGHT

Work Height Max.

Max. Platform Occupancy(in/out)

Tire Size

Power Source

HYDRAULIC SYSTEM

Hydraulic Oil Volume

Platform Capacity

Platform Capacity-Extension

Drive Height

Gradeability-Stowed

Min. Turning Radius

Raise/Lower Speed

Brakes

Ground Clearance-Center

Overall Height-Rails down

Tire Type

Machine Weight (CE/ANSI)

Platform Height-RaisedA

Overall Height-Rails upG

Extension Deck

H Wheelbase

Drive Mode

Platform Height-StowedB

Platform LengthC

Platform WidthD

Overall LengthE

Overall WidthF

Fuel Tank Capacity

Metric Imperial Metric MetricImperial Imperial

11.7m

9.7m

1.41m

2.79m

1.6m

3.76m

1.79m

2.55m

1.89m

0.23m

1.52m

2.29m

13.9m

11.9m

1.56m

2.79m

1.6m

3.76m

1.79m

2.7m

2.04m

1.52m

2.29m

0.23m

Kubota 18.5kW/24.8hp Kubota 18.5kW/24.8hp Kubota 18.5kW/24.8hp

Four-wheel Brake Four-wheel Brake Four-wheel Brake

RT Foam-filled RT Foam-filled RT Foam-filled

Full Height Full Height Full Height

9.7m 31�10�� 38�5�� 45�7��

31�10�� 39�1��25�3��

4�8�� 4�8�� 5�1��

9�2�� 9�2�� 9�2��

5�3�� 5�3�� 5�3��

12�4�� 12�4�� 12�4��

5�10�� 5�10�� 5�10��

8�6�� 8�4�� 8�10��

7�6�� 7�6��

6�4�� 6�2�� 6�8��

5� 5�

9�� 9��

7�6��

5�

9��

7.7m

1.41m

2.79m

1.6m 

3.76m 

1.79m 

2.58m 

1.92m 

0.23m

1.52m 

2.29m

663x283mm 26��x11�� 26��x11�� 26��x11��663x283mm 663x283mm

680kg

140kg

454kg

140kg

365kg

140kg

40%

4.75m 15�7�� 15�7�� 15�7��

35s / 30s

4x4 4x4 4x4

39s / 46s 61s / 55s

4.75m 4.75m

40% 35% 35% 35% 35%

1,499 lbs

310 lbs

1,000 lbs

310 lbs

805 lbs

310 lbs

SR0818D (SR2669D) SR1018D (SR3369D) SR1218D (SR4069D)

4 / 4 4 / 2 3 / 2

53L

50L

4,170kg 4,330kg 5,080kg9,193 lbs 9,545 lbs 11,200 lbs

50L13.2gal 13.2gal 50L 13.2gal

14gal 53L 53L14gal 14gal

Ground Pressure, Tyres 71.1 psi490.41 kPa 76.1 psi524.48 kPa 83.5 psi575.46 kPa





SPECIFICATIONS

LGMG electric articulating boom aerial work plat-

forms provide envi ronmental ly  f r iendly ,  

zero-emission operation for indoor and outdoor 

applications. The maximum working height 

ranges from 11 to 26.6 meters (36í1íí/87ë3íí).

Proportional control ensures smooth driving, precise 

positioning and comfortable operation.

Battery powered, zero emission, quiet drive and long 

battery duty cycle.

Self-leveling platform together with hydraulic jib 

rotation delivers exceptional productivity.

Intelligent self-diagnostic system for quick trouble-

shooting.

AR20JE and AR24JE are equipped with the oscillat-

ĕİčɑ ċŗĨĨˋőĕĮĀ ƓĶçőĕİč çŭĨĀɑ çİû őĒņĀĀ ŊőĀĀņĕİč ĮĶûĀŊɒ
four-wheel steering, crab steering and front-wheel 

steering.

ELECTRIC ARTICULATING BOOM LIFT29 ELECTRIC ARTICULATING BOOM LIFT 30

MODELS A09JE (A30JE) A13JE (A43JE)

Metric Imperial Metric ImperialMeasurements

Work Height Max.

Platform Height Max.

Horizontal Outreach

Up and Over Height

Platform Length

Platform Width

Length-Transport ʏĢĕó őŗõĥĀû˂

Height-Transport

Stowed LengthA

Overall WidthB

Stowed HeightC

WheelbaseD

Ground ClearanceE

11m

9m

6.25m

4.12m

1.17m

0.76m

5.46m

1.19m

2m

1.58m

0.09m

36í1íí

29í6íí

20í6íí

13í6íí

3í10íí

2í6íí

17í11íí

3í11íí

6í7íí

4íí

5í2íí

15m

13m

7.46m

7.1m

1.2m

0.9m

6.7m

1.5m

1.98m

2.03m

0.2m

49í3íí

42í8íí

24í6íí

23í4íí

3í11íí

2í11íí

22í

4í11íí

6í6íí

8íí

6í8íí

3.58m 11í9íí 5.35m 17í7íí

2.52m 8í3íí 2.11m 6í11íí

2 2

PRODUCTIVITY

Turntable Rotation

Drive Speed-Stowed

Drive Speed-Raised

Gradeability

Max. Wind Speed

Max. Slope

Tire Models

Turning Radius-Inside

Turning Radius-Outside

Tire Type

Max. Platform Occupancy

1.65m

3.15m

22x7

355°

5km/h

0.65km/h

30%

12.5m/s

2.5°/4.5°

Solid Non-markingSolid Non-marking

355°

30%

28mph

2.5°/4.5°

3.1mph

0.4mph

5í5íí

10í4íí

2.2m

4.07m

600x190

355°

5km/h

0.8km/h

30%

12.5m/s

3°/3°

355°

30%

28mph

3°/3°

3.1mph

0.5mph

7í3íí

13í4íí

POWER

Lead-acid Battery

HYDRAULIC SYSTEM

Hydraulic Oil Volume 25L 6.6gal17L 4.5gal

WEIGHT

Machine Weight (CE/ANSI) 6,950kg 15,322 lbs6,700kg 14,771 lbs

230kg

/ / / /

510 lbs 200kg 440 lbsPlatform Capacity (unrestricted)

Platform Capacity (restricted)

Lithium Battery 48V 250Ah (A13JE-Li)/

48V(8x6V),390Ah,FLA 48V(8x6V),330Ah,AGM

Ground Pressure, Tyres 103.7 psi715 kPa 229.8 psi1584.7 kPa

PART 7
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